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625W~645W N-type Bifacial double-glass Solar Module

GC625G~64
IEC I;%:‘Zb C € I:'”‘E""E"LE Product material Linear Power
and workmanship warranty
warranty

Product Performance

High conversion efficiency Bifacial power generation
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The module power leads the industry, and the

The bifacial rate is as high as 80%, and the

conversion efficiency can reach 23.9 ¥ additional power generation of the modules is up
y i to 30% higher than that of conventional modules .

Excellent product appearance and performance

Excellent low light response

' -

Bifacial double-glass module , symmetrical =
structural design, low risk of hidden cracks

as haze and cloudy days

High reliability

Passed |EC standard test, passed PID test - *
passed salt mist test + 15-year material warranty,

30-year powerwarranty

Wide application market

Compared with conventional modules . it has
higher power output in weak light conditions such

The application scenarios are more extensive,
such as BIPV, vertical installation, snow, high
humidity, and strong wind and sand areas, etc.



Electrical Characteristics at Standard Test Conditions (STC*)

GC625G | GCE30G Rear gain (taking 630W as an example) GC635G | GCe40G | GCe45G
10% 15% 20% 25% 30%
:erc:”tp”t 625w | szow | s9sw | 725w | 756w | 788w | s1ow | s3sw | edow | sasW
Max power 4046 | 4068 | 4141 | 4153 | 4159 | 4167 | 4179 | 409 | 4113 | 4135
voltage
[Vax power 1545 | 1549 | 1674 | 1745 | 1817 | 189 | 1959 | 1553 | 1557 | 15561
current Imp(A)
Open circuit 487 489 | 4912 | 4922 | 4931 | 4941 | 4951 49.1 493 495
voltage Voc(V)
Sl el 1632 | 1638 | 1789 | 1865 | 1941 | 2019 | 2097 | 1644 | 165 | 1656
current Isc(A)
Model
. 233 _ . .

Emciencyoq) | 2 235 237 239
\Weight(KG) 33.5/34.1/34.5Kg
Dimensions 2382 x1134 =30/33/35mm

Test conditions: @ STC 1000W/M2, Am1.5, 25 C

Mechanical parameters

N-type mono -crystalline silicon

=ElE 182.2mm = 105mm

Application Parameters
Maximum System Voltage 1500V DC

|Front Glass

AR-coating Semi -toughened glass, 2.0mm

Power Tolerance

0~+5W

Back Glass

White Glazed & Semi -toughened glass,

Temperature Range

-40°C~+85 T

|Vaximum Series Fuse
Rating

30A

2.0mm

1x4 mm? or 12AWG, line length 300mm
Cable .

(customizable)
Connectors MC4 compatible

IMaximum Surface Load

Snow load 5400Pa, wind load 2400Pa

Junction Box IP68, 3 diodes

Packaging

IFrame Silver anodized aluminum profile

30frame: 36pcs/pallet, 720pcs/40'HQ, 180pcs/20'GP
33frame: 33pcs/pallet, 660pcs/40'HQ, 165pcs/20'GP
35frame: 31pes/pallet, 620pes/40'HQ, 155pes/20'GP

Engineering Drawings(MM):
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Electrical Performance(630W)
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NO.7-1, Ln.3, Xinhe 1st Rd., Tainan City 702, Taiwan

TEL: +886-6-2637188 FAX: +886-2-66021277
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